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WPC WaLL PANEL
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Hollow Decking

N
‘
4

140x22mm

145x22mm HO2

140x25mm HO1 140x25mm HO3

150x25mm HOS

135x25mm

55x30mm 40x25mm

140x24mm

150x25 HO2

140x40mm

51x26mm
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Solid Decking
B

Ve

140x20mm 140x22mm 150x23mm SO01
100x25mm SO01 150x25mm SO1 150x25mm S03

.

150x25mm S06 140x25mm S02 150x24mm MO01

Accessories

Rk K

Stainless buckles-1 Starter buckles Paslic buckles Starter buckles
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Deep embossing
B
Embossing 1# Embossing 2# Embossing 3# Embossing mix colors

Normal embossing Deep Brush CO-extrusion 2#  CO-extrusion 3#

Installation tips

_-'..I'I‘ ._-

- = 1) Be sure the installation surface be

Y AR A RRE RS

A7 RRR AN leveled.

Z A ARR R WY

//7//’/’. .“ 2) The space between two joist is al
7, - 280-350mm.

3) The gap between plastic expansion pipe
around 500mm.

4) Leave space (3-5mm) between 2 boards
end.

5) Before using self-tapping screws,
please pre-drill nail holes

6)The length is better than 2200mm.

7)It's better to wash planks afterinstalled.
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Decking projects Decking projects
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150x24mm

“M" shape

Red Brown

150x25mm

Hollow

Red Brown
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Louver profiles Louver projects
B

50x30mm 60x30mm 100x30mm

50x40mm 60x40mm 76x46mm

100x50mm 150x50mm 200x60mm

100x70mm 180x80mm 55x55mm

Accessories

“UTclips hex bolts Cap-1 Cap-2

)
:
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Louver projects Louver projects
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Siding profiles Siding projects

<

100x12mm 138x15mm 138x15mm

100x30mm 145x22mm HO1 140x20mm

100x12mm 140x10mm 157x21mm

Installation
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Railing profiles Installation
B

’ Type 1 Type 2
50x30mm 60x40mm 55x55mm M m

)

76x46mm 100x50mm 90x90mm

v

1 500mm

100x100mm HO1 120x120mm 145x145mm Post cap
Accessories Steel
‘ 9 outer clips
Post cap Lbottom Universal clips Quter clips Outer clips é et
' . - Steel
WPC Cap Inner clips Inner clips Inner clips Post bottom
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Fencing profiles Fencing projects

&

100x12mm

’

145x22mm HO1

e

100x100mm HO2

150x16mm

712x12mm

100x20mm S02 145x22mm HO02

100x100mm HO1 75x75mm
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Bench profiles
B
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57x32mm 80x40mm 100x20mm S02

& &

150x16mm 150x25mm S03 200x25mm
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Pergola profiles Pergola projects
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WPC properties

WPC compared with other materials

Type WPC

Appeararce | “Any color can be madulated Vanely of surfaces can be
ehoosed. Looks asd feeli liko naturel wood *

Anticorrosive Wood

"Momalonic shape, knots of wood et Color
can Anl e modulaied "

Wood

"ngle colos, MoNSAoNIC
abkase kKnots of wood "

Antsorronive |

il Pl paChBging plank rosd el

"Aesintant to mosbere rof termiles slip and *Eoayto "High mates absorption Easy lo
o I cracking Longevity of service deformation cracking.decay Short-ved | ¢ pciing decay wic. Shor-lived ”
Appliea |
firgproohing Appiund hrgproohng Flammability F lammab=ity
" Qo
Pigcasanability | " Good procesiabilty Col plarssg drilkeg nailing are "Goad processability Cul planing, are proCeieabity Cul plansag driteng
aviilabls " vy labla® ey i e blatle®
' “Heed to coal The wood-wax and other
Mainlesance No coaling and mainbesance protective coatnge Need regular *Meed regulal maintesance *
mamnierance "
‘Enverorersntal | “No contan asy harmiull substances Safty and hoalth * "Embaimesd Coniain somp of " Safty so costan haredyll
Erirsdby” CCA ACD othar hasmial subsiances * subslences *
| Boautdul loca s, wae the buckle aad side o o Conmacl "Afer e lalelon mad Can be aen clearty *Afpr ey badiadion nad can B peen
Particulanty the dacking Mo nad in the surface if e sprface = cloarly i the duifade ©
Recycing *100'% recycled” *Can nol be recycied” *Can not be recycied”
I Uisd in landscaps
A alion archibestune, ouldoordecimg handr gl perpols, mall Mot suiladds b malet png o Mt aladde foF mater @ sodl

The types of stains

Dust and dirt

Solutions

Use a hard brush dipped in warm soapy water lo remove il.

Scrub with ordinary wood mold class agents, or bleach to rinse or wipe it

Mildew directly.

Chalk stains

Ice or snow

use hot soapy water to wash it.

Stain.soil and dirts

Greasy and Qil-based
Stains

Juice and wine stains then wipe the stain.

Ink stains

In addition to the white chalk, other colors can not be removed once the
printing, you can use bleaching agent with hop soapy waler (o scralch itl.

Apply calcium chloride or rock salt, it can meilt ice or snow. Then you can
Apply detergent, which contains oxalic acid or phosphoric acid. Wiping
the stain for 10-15 minutes,you can remove stains.

Once a greasy stain,please immediately use household cleaning products
with hot soapy water towash it,

Mix the bleach stains agents and hol soapy water to dilute the stain and

Ink stains may nolbe removed. Mix bleach stains agents and hot soapy
waler to dilute the stain.
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Comparison Projects

2-3years later(Timber)
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4-5years later(WPC)
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